
REAR BRAKES 

Parts 

• 2 Rotors- drilled to bolt pattern 

• 2 Calipers 

• 2 bracket sets – 4 bracket parts total 

• 2 shims- axle 

• 2 shims caliper 

• 8 bolt/nuts and washers to hold axle - Backing. 3/8- 16 2 inches long 

• 4 bolts and washers to hold bracket to bracket- 7/16-14 1.25 inches long 

• 4 caliper bolts/washers - 12M 1.175 23MM 

• 2 emergency brake cables 

• 1 emergency brake rod with lock nut and washer 

• 1 emergency brake cable holder 

• 1 emergency brake cable puller 

• Brake line kit (2 flex lines, 2 hard lines, t fitting and t to factory flex line connector) 

Reference 

Triumph TR7/8 manual 

Global 

Apply medium strength Loctite to all bolts when installed 

Procedure 

1. Remove all emergency brake cables and parts from rear and under the car where connects to 

handle 

2. Remove brake lines on rear from each wheel and at center connection 

3. Remove rear wheels and brake drums 

4. Remove 4 axle bolts and pull-out axle and remove backing plate 

5. Grind corner off shock bracket on rear for bolt clearance see Picture 1R  

6. Grind axle collar welds to remove roughness and check fit the supplied bracket- see 

Picture 1R  

7. Install axle shim in place of removed backing plate and reinstall axle and use supplied bolts 

to torque axle assembly back into place 



8. Remove axle bolts and install supplied bracket using the supplied bolts washers and nuts and 

torque to 23 ft/lbs- see Picture 2R  

9. Bolt the second supplied bracket with supplied bolts to the 1st bracket and torque bolts 37 

ft/lbs 

10. Install the rotor 

11. Bolt the caliper to the second bracket with shim provided between the bracket and caliper 

and torque bolts 55 ft/lbs see picture 

12. Install brake pads in caliper 

13. Connect flex brake lines to caliper 

14. Repeat installation for other side of car 

15. Connect hard brake lines provided between flex lines and t- fitting provided which is on 

passenger side of rear 

16. Install the nipple fitting line in the front of t fitting and connect to body flex line that was 

disconnected in step 2 – see Picture 6R 

17. Install emergency brake cables to calipers and route – see Picture 3R 

18. Install emergency brake rod into brake handle and install cable puller onto rod with 

nut/washer – see Picture 2R 

19. Install brake cable holder and insert cables thru hold and connect cable lines into puller – see 

Picture 5R 

20. Engage the brake from inside the car and ensure the emergency brake works properly. 

21. Adjust the nut on the pull rod to add or subtract braking force. 

22. Install new master cylinder and booster then bleed brakes. 

  



Picture 1R 

  



Picture 2R 

 

  



Picture 3R 

 

  



Picture 4R 

 

  



Picture 5R 

 

  



Picture 6R 

 

  



Picture 7R 

 

 


