Fluids:

Storage:
[ ]
[ ]

| | MOTORS

Break in oil — Brad Penn or Joe Gibbs 10-40, w/ zinc additive
After break in — 20-50, 15-50, or 10-40 w/ high zinc, we like Valvoline VR1 or Driven HR1, wix filter 51515
Coolant — 50/50 mix distilled water and Prestone green
Transmission fluid — GM Synchromesh
o (ACDelco 769476 GM Original Equipment 10-4006 Synchromesh Transmission Fluid)
Power steering — ATF, not power steering fluid
Differential — Mobil 1 Gear oil
Brake fluid — DOT 3 or 4, no silicone
Clutch fluid - DOT 3 or 4, no silicone

Less than 1 month — No action required

Longer than 1 month —
o Disconnect battery, keep on trickle charger (Battery Tender 021-0128)
o Ensure gas tank is full, Stabil Part #: 27222, https://www.sta-bil.com.au/products/sta-bil-fuel-stabiliser
o  Start on a monthly basis and let run until fans cycle

*some valvetrain noise is to be expected after sitting. Lifters will quiet down within 30 seconds

Startup (Carburetor):

When car is cold — turn key on, pump gas twice, start up, let idle for 1-2 minutes
When car is warm, sitting for less than 30 minutes, pump gas Y4 pedal, start up
When car is warm, sitting for less than 5 minutes, turn key on and start

Maintenance

Coolant should be at halfway mark of the overflow tank when cold

Check fluids, coolant, oil, power steering fluid at least 4 times a year, especially after the car has sat for
extended periods of time

Check transmission fluid, rear end fluid at least once a year. Transmission fluid is to be filled while car is on a
flat surface. Take out fill plug on drivers’ side of transmission, 15/16 bolt on the side. Fluid is full when it
begins to dripple out of the hole.

Rotate tires yearly, especially after sitting. Tire pressure should be set of 28psi for those running 205/50/15 tires
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